FlexCore Bollard
CONCRETE ANCHOR INSTALLATION

Components

- Shell
- Core Assembly
- Concrete Anchors (3)
- Locking Pin

Tools Required

- Pencil
- Tape Measure
- Drill
- Hammer

Concrete Anchors (3)

- FlexCore 8 (FC8)
- FlexCore 6 (FC6)
- FlexCore 4 (FC4)

Shell

- FlexCore 8 (FC8)
- FlexCore 6 (FC6)
- FlexCore 4 (FC4)

Core Assembly

- FlexCore 8 (FC8)
- FlexCore 6 (FC6)
- FlexCore 4 (FC4)

Concrete Anchors (3)

- FlexCore 8 (FC8)
- FlexCore 6 (FC6)
- FlexCore 4 (FC4)

Locking Pin

- 19mm, 3/4”
- 19mm, 3/4”
- 24mm, 15/16”

- 12.7mm, 1/2”
- 12.7mm, 1/2”
- 15.9mm, 5/8”

Questions

McCue Corporation
Peabody, Massachusetts, USA
+1 (800) 800 8503
customercare@mccue.com

McCue UK & Europe
Milton Keynes, United Kingdom
+44 (0)1908 365 511
uksales@mccue.com

McCue Asia
迈客(厦门)有限公司
Xiamen, Fujian, China
+86-592-2200790
mccue.com
### 1

**FlexCore Bollard**

- **NOTE PIN ORIENTATION**
- **4.5” 89mm**
- **DIRECTION OF IMPACTS**
- **TOP VIEW**
- **Hole Depth**
- **13mm [1/2 in] Drill Bit**
- **127mm [5 in] Hole Depth**
- **5.5in**
- **89mm**
- **NOTE PIN ORIENTATION**
- **PENCIL MARKS**

### 2

**FlexCore 8**

- **140mm [5.5 in] Hole Depth**
- **16mm [5/8 in] Drill Bit**

**FlexCore 6**

- **127mm [5 in] Hole Depth**
- **13mm [1/2 in] Drill Bit**

**FlexCore 4**

- **127mm [5 in] Hole Depth**
- **13mm [1/2 in] Drill Bit**
Installation instructions are provided for guidance only. The seller assumes no liability regarding improper installation or misapplication of its products. It is the installer’s responsibility to check for proper installation and, if in doubt, contact McCue Customer Care for assistance. ©2017 McCue Corporation. FEB2017